
Haco Atlantic
CNC Punching 
Machines ATT

Haco Atlantic

Pressbrakes
ATP

Haco Atlantic

Shears
ATS

b
lue H

a
co
line

Impressive Performances
Revolutionary Prices



2

Model 3200 mm x 1000 kN

Technical Specifications Haco Atlantic ATP Pressbrakes

Pressbrakes ATP

Model
Working 
Length

Capacity
Distance 
between 
Housings

Gap
Daylight 
Opening

Stroke
Table 
Height

Table 
Width

Fast *
Approach 

Speed

Max. 
Working 
Speed

Return 
Speed

Motor
Length

+/-
Width

+/-
Height

+/-
Weight

+/-
Backgauge 

stroke

mm kN mm mm mm mm mm mm mm/s mm/s mm/s kW mm mm mm kg mm
15063 1500 630 1100 370 350 200 880 150 100 10 80 5.5 1825 1650 2600 4600 500

25063 2500 630 2060 370 350 200 880 150 100 10 80 5.5 2825 1650 2430 5600 500

250  321006363 3200 1000 2700 400 400 200 880 200 100 10 80 7.5 3500 1650 2540 8000 500

42100 4200 1000 3700 400 400 200 880 200 100 10 80 7.5 4500 1650 2540 9500 500

32135 3200 1350 2700 400 400 200 880 200 100 10 80 11 3500 1650 2540 8500 500

42135 4200 1350 3700 400 400 200 880 200 100 10 80 11 4500 1650 2540 10000 500

32160 3200 1600 2700 400 400 200 880 200 100 10 100 11 3500 1650 2580 10000 500

42160 4200 1600 3700 400 400 200 880 200 100 10 100 11 4500 1650 2580 12000 500

32250 3200 2500 2700 400 400 200 880 200 100 10 100 15 3500 1730 2580 15000 500

42250 4200 2500 3700 400 400 200 880 200 100 10 100 15 4500 1730 2580 17000 500

30300 3000 3000 2500 400 400 200 880 250 80 8 85 18.5 3300 1950 2670 20000 500

40300 4000 3000 3150 400 400 200 880 250 80 8 85 18.5 4300 1950 2670 22000 500

50300 5000 3000 4050 400 400 200 880 250 80 8 85 18.5 5300 1950 2620 26000 500

40400 4000 4000 3150 400 400 320 880 250 80 8 80 30 4300 2100 3100 27000 500

50400 5000 4000 4050 400 400 320 880 250 80 8 80 30 5300 2100 3100 32000 500

60400 6000 4000 5050 400 400 320 880 250 80 8 80 30 6400 2100 3170 38000 500

40500 4000 5000 3050 400 610 320 990 300 75 8 75 37 4500 2700 5000 40000 700

50500 5000 5000 4050 400 610 320 990 300 75 8 75 37 5500 2700 5000 45000 700

60500 6000 5000 5050 400 610 320 990 300 75 8 75 37 6500 2700 5000 55000 700

60600 6000 6000 5050 400 650 320 990 300 80 8 80 40 6500 2700 5200 65000 700

(*)  Only with Optional Safety Guard
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•	 Robosoft Electro-hydraulic ram-table 
parallellism and depth stop setting

•	 Pendant control panel with graphical control 
EasyBEND-2D

•	 Backgauge on ballscrews, stroke 500mm, 
programmable in 0.1mm

•	 Programmable working pressure, ram stroke, 
ram opening and speed change-over point

•	 Programmable automatic beam return
•	 Automatic hydraulic table crowning 
•	 Quick manual System Top Tooling clamping 
•	 Table for System Tooling
•	 2 Sheet Supports
•	 Foot pedal command
•	 CE Safety Specifications

•	 Backgauge X-R or X-R-Z1/Z2
•	 DSP Optical Safety Guard

Standard Execution

Optional

Model
Working 
Length

Capacity
Distance 
between 
Housings

Gap
Daylight 
Opening

Stroke
Table 
Height

Table 
Width

Fast *
Approach 

Speed

Max. 
Working 
Speed

Return 
Speed

Motor
Length

+/-
Width

+/-
Height

+/-
Weight

+/-
Backgauge 

stroke

mm kN mm mm mm mm mm mm mm/s mm/s mm/s kW mm mm mm kg mm
15063 1500 630 1100 370 350 200 880 150 100 10 80 5.5 1825 1650 2600 4600 500

25063 2500 630 2060 370 350 200 880 150 100 10 80 5.5 2825 1650 2430 5600 500

250  321006363 3200 1000 2700 400 400 200 880 200 100 10 80 7.5 3500 1650 2540 8000 500

42100 4200 1000 3700 400 400 200 880 200 100 10 80 7.5 4500 1650 2540 9500 500

32135 3200 1350 2700 400 400 200 880 200 100 10 80 11 3500 1650 2540 8500 500

42135 4200 1350 3700 400 400 200 880 200 100 10 80 11 4500 1650 2540 10000 500

32160 3200 1600 2700 400 400 200 880 200 100 10 100 11 3500 1650 2580 10000 500

42160 4200 1600 3700 400 400 200 880 200 100 10 100 11 4500 1650 2580 12000 500

32250 3200 2500 2700 400 400 200 880 200 100 10 100 15 3500 1730 2580 15000 500

42250 4200 2500 3700 400 400 200 880 200 100 10 100 15 4500 1730 2580 17000 500

30300 3000 3000 2500 400 400 200 880 250 80 8 85 18.5 3300 1950 2670 20000 500

40300 4000 3000 3150 400 400 200 880 250 80 8 85 18.5 4300 1950 2670 22000 500

50300 5000 3000 4050 400 400 200 880 250 80 8 85 18.5 5300 1950 2620 26000 500

40400 4000 4000 3150 400 400 320 880 250 80 8 80 30 4300 2100 3100 27000 500

50400 5000 4000 4050 400 400 320 880 250 80 8 80 30 5300 2100 3100 32000 500

60400 6000 4000 5050 400 400 320 880 250 80 8 80 30 6400 2100 3170 38000 500

40500 4000 5000 3050 400 610 320 990 300 75 8 75 37 4500 2700 5000 40000 700

50500 5000 5000 4050 400 610 320 990 300 75 8 75 37 5500 2700 5000 45000 700

60500 6000 5000 5050 400 610 320 990 300 75 8 75 37 6500 2700 5000 55000 700

60600 6000 6000 5050 400 650 320 990 300 80 8 80 40 6500 2700 5200 65000 700
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Model
Working 
Length

Capacity
Mild Steel
400 N/mm2

Capacity
Stainless Steel

700 N/mm2

Rake 
Angle

Gap
Number of 
holddowns

Stroke Backgauge
Number of 

Strokes/min
Working 
Height

Motor
Length

+/-
Width

+/-
Height

+/-
Weight

+/-

mm mm Mild S mm teel mm mm mm mm kW mm mm mm kg

3206 3200 6 400 3 mm2 1°30´ 145 13 20-600 12 800 7.5 3850 1600 1620 6220

4006 4000 6 3 1°30´ 145 15 20-600 10 800 7.5 4650 1850 1700 8520

250  32126363 3200 12 6 2° 300 13 20-800 9 800 18.5 4000 2100 1940 10700

4012 4000 12 6 2° 300 15 20-800 8 800 18.5 4800 2270 2000 13800

3216 3200 16 8 2° 320 13 20-800 8 800 22 4030 2390 2100 14300

4016 4000 16 8 2° 320 16 20-1000 7 800 30 4820 2490 2460 19700

Model 3200 mm x 6 mm

The ATS shear features a gap in the frame for slitting purposes. It allows parts 
longer than the blade length to be cut.	

Swingbeam Shears ATS

Technical Specifications for Haco Atlantic ATS Swingbeam Shears
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Model
Working 
Length

Capacity
Mild Steel
400 N/mm2

Capacity
Stainless Steel

700 N/mm2

Rake 
Angle

Gap
Number of 
holddowns

Stroke Backgauge
Number of 

Strokes/min
Working 
Height

Motor
Length

+/-
Width

+/-
Height

+/-
Weight

+/-

mm mm Mild S mm teel mm mm mm mm kW mm mm mm kg

3206 3200 6 400 3 mm2 1°30´ 145 13 20-600 12 800 7.5 3850 1600 1620 6220

4006 4000 6 3 1°30´ 145 15 20-600 10 800 7.5 4650 1850 1700 8520

250  32126363 3200 12 6 2° 300 13 20-800 9 800 18.5 4000 2100 1940 10700

4012 4000 12 6 2° 300 15 20-800 8 800 18.5 4800 2270 2000 13800

3216 3200 16 8 2° 320 13 20-800 8 800 22 4030 2390 2100 14300

4016 4000 16 8 2° 320 16 20-1000 7 800 30 4820 2490 2460 19700

Model 3200 mm x 6 mm

•	 Fixed rake angle for minimum deformation

•	 Motorised backgauge with stroke 600mm

•	 A400 control with digital read-out of the back-
gauge position

•	 Soft padded and Tilting hold-downs for maxi-
mum grip and minimum sheet marking 

•	 1 Meter squaring arm with scale, T-slot and 1 
tilting stop on left hand side

•	 1 Meter squaring arm with scale, T-slot and 1 
tilting stop on right hand side

•	 2 additional support arms between the two 
squaring arms

•	 Quick manual blade gap adjustment by one 
single handle at the left hand side of the ma-
chine

•	 Transfer balls in table for improved sheet 
movement

•	 Cutting line illumination

•	 Possibility for increased cutting speed with 
limited capacity

•	 CE Safety Specifications
	

Standard Execution
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Model
Nominal 

Punching 
Force

Max. 
Hit 

Rate*
Sheet Size

Max. X and 
Y Traverse 
Speed**

Positioning 
accuracy

Max. 
Sheet 

Thickness

Number of axis
XYTC

Max. 
Punching 
Diameter

Number of 
Stations

Indexable 
stations

Turret configuration
Turret 
Speed

kN hits/min Y
mm

X
mm m/min mm mm mm A B C D rpm

30-1212 300 600 1250 1250 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1220 300 600 1250 2000 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

250   30-12256363 300 600 1250 2500 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1512 300 600 1500 1250 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1520 300 600 1500 2000 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1525 300 600 1500 2500 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

•	 30 Tons Hydraulic Punching Power
•	 Over-dimensioned mechano-welded and 

stress relieved O-type frame for high rigid-
ity and precision

•	 Heavy duty AC brushless servo motors for 
X- and Y- axes

•	 Thick Turret with 30 stations (10 A, 14 B, 
2 C and 4 D) with hardened and change-
able sleeves

•	 2 Auto-Indexable D stations
•	 Combined ball-brush punching table for 

easy sheet movement
•	 User-friendly CNC control Siemens 802 

DSL
•	 Pneumatic  floating sheet clamps
•	 Automatic sheet repositioning in the X-

axis
•	 CE Safety Specifications

Punching Machines ATT

Standard Execution

Technical Specifications for Haco Atlantic ATT Punching Machines

Model ATT 30-1525

(*)  The real number of strokes per minute is depending on the sheet thickness, sheet dimension, punch stroke, pitch, etc...
(**)  Speeds of X- and Y-axes depend on sheet weight 
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Model
Nominal 

Punching 
Force

Max. 
Hit 

Rate*
Sheet Size

Max. X and 
Y Traverse 
Speed**

Positioning 
accuracy

Max. 
Sheet 

Thickness

Number of axis
XYTC

Max. 
Punching 
Diameter

Number of 
Stations

Indexable 
stations

Turret configuration
Turret 
Speed

kN hits/min Y
mm

X
mm m/min mm mm mm A B C D rpm

30-1212 300 600 1250 1250 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1220 300 600 1250 2000 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

250   30-12256363 300 600 1250 2500 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1512 300 600 1500 1250 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1520 300 600 1500 2000 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

30-1525 300 600 1500 2500 106 +/- 0.1 6.35 4 88.9 30 2 x D 10 14 2 4 30

•	 Air blow/Oil mist lubrication
•	 2 extra auto-indexable D stations
•	 Punch Pro CAD/CAM software
•	 Enhanced punching speed up to 900 hits/min
•	 Programmable punching force and stroke adjustment  
	

Optional



Haco China Headquarter Ningbo

Due to our constant aim to improve our machines, technical specifications might be subject to modification without prior notice. All content in this catalogue 
serves commercial purposes and does not constitute any legal bindings.
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www.haco.com      
sales@haco.com
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